
Bleed valve screw

Stainless steel ball, hardened, 3.175 mm (1/8")

Bleed valve body

O-ring 4 x 2, NBR, 70 Sh

High pressure connecting 
block, 4 outlets M12x1

Handwheel 
DIN G 5/8

O-ring 10 x 1.50, NBR, 70 Sh

Connector DIN G 5/8 to M12x1

O-ring 12 x 2.50, NBR, 90 Sh

O-ring 4 x 2, NBR, 70 Sh

Blind plug M12x1

Valve seat screw
O-ring 3 x 1, NBR, 70 Sh

Flow regulator valve seat
O-ring 13.50 x 1.50, NBR, 70 Sh

Flow regulator body
O-ring 24 x 2, NBR, 70 Sh

Stainless steel ball, hardened, 3.175 mm (1/8")
Flow regulator, spring

O-ring 5.40 x 2, NBR, 70 Sh
Flow regulator piston

O-ring 15.40 x 2.50, NBR, 70 Sh
Retaining ring 6 mm

Flow regulator, cap
O-ring 5 x 1.80, NBR, 70 Sh

Nozzle / closing knob

Size
A4

Date
14.11.2016

Units
mm

Scale
8:10

Sheet
1 of 2 Stock: 

Material: Material <not specified>
Part No: 8021
Part: Professional flow limiter, DIN version 
 
 
 

Weight: 484.77 g
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SECTION A-A

Stainless steel ball, hardened, 3.175 mm (1/8")

Flow regulator valve seat

Valve seat screw

Flow regulator piston

Retaining ring 6 mm

Nozzle / closing knob

Flow regulator, spring
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DETAIL B 
SCALE 10 : 1

Size
A4

Date
14.11.2016

Units
mm

Scale
2:1

Sheet
2 of 2 Stock: x

Material: Material <not specified>
Part No: 8023
Part: Flow regulator 
 
 
 

Weight: 215.00 g
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